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FPP SECTION:  LGS section 2.3.2.3 (Juvenile Fish Passage Season – Collection Channel)
JUSTIFICATION FOR CHANGE: Updates inspection timeframe to better match project work schedule.  Little Goose personnel that are responsible for orifice checks work 12 hour days and therefore the verbiage “once per 8-hour shift” is incorrect.
PROPOSED CHANGE: [edits to existing FPP in track changes]

2.3.2.3. Collection Channel. 

vi. Backflush orifices at least once per day and more frequently if required. During periods of high fish and debris passage, April 1–July 31, orifices should be inspected and backflushed three times per 24 hours once per 8-hour shift or more frequently as determined by the Project Biologist to keep orifices clean. If debris is causing continual orifice plugging problems in a particular turbine unit gatewell, the respective turbine unit generation may be restricted to the lower end of the 1% turbine efficiency range to minimize orifice plugging problems. 

vii. Little Goose does not currently have an automatic backflush system in operation. If utilizing the automatic orifice backflush system, inspect as determined by the Project Biologist (but at least once per 8-hour shift unless coordinated differently) to ensure that the orifices are opening and closing correctly and are clear of debris. The Project Biologist will determine the frequency of automatic orifice cycling and back-flushing to maintain clear orifices.

COMMENTS (listed oldest to newest):
FPOM 1/11/18: There was a question whether this change would reduce the frequency of orifice checks from 3x/day to 2x/day. PENDING clarification from the project bio.
Email from Scott St. John, LGS Supervisory Biologist, 1/11/18: “The past and current practice include orifice check by the JFF staff at approximately 07:30 and 4:30 and then again once during the night by an operator. We will not cut down the amount of orifice checks, but do not want to be constrained by a number such as every 8-hours. The verbiage is simply incorrect as there are not 8-hr shifts that occur for any person within operations staffed at Little Goose. 
Additionally, Little Goose does not have an automatic backflush system that is currently in operation. Furthermore, the verbiage is once again incorrect and contradicting as section "vi." states that we backflush orifices once per day outside of the April 1-July 31 timeline, but then states that if we were using an automatic system we would need to check per 8-hr shift.”
Email from Trevor Conder, NOAA, 1/17/18: “If it is to have no implication to shift length then the language should clarify this intent. The modified 12 hr language implies that two times per day is sufficient. If a different Bio moves into the position, there needs to be language to indicate that three times per day is the standard, as was implied with the old language. I'm ok with changing the language, but not ok with implying a less frequent inspection rate.” 
Email from Scott St. John, LGS, 1/17/18: “I changed the verbiage to state that we would check them 3 times per 24 hour period.”  
Emails from Trevor Conder and Tom Lorz 1/25/18: Support.
	
RECORD OF FINAL ACTION:  APPROVED as revised 1/25/18 
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